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Hardened 16 Port Switch

Technical Specifications ................................................

Key Features .......................................................................

VAS-1602 / VAS-1401  .................................................

Model No

Technology

Forward and Filtering Rate

Packet Buer Memory

Processing Type

Interface Ethernet Ports

Operating Temperature

Storage Temperature

Ambient Relative Humidity

               VAS-1602            |             VAS-1401

Standards

IEEE802.3 10BASE-T

IEEE802.3u 100BASE-TX/100BASE-FX

IEEE802.3x Full duplex and flow control

14,880pps for 10Mbps

148,810pps for 100Mbps

1.625M bits

Store-and-Forward

Auto Negotiation

Half-duplex back-pressure and IEEE802.3x 

full-duplex flow control

Auto MDI/MDIX

VAS-1602 : 10/100BASE-TX: 16 ports

VAS-1401 : 10/100BASE-TX: 14 ports

100BASE-FX: 0, 1 or 2 ports

One relay output with current 1A @ 24VDC

-40°C ~ +75°C

-40°C ~ +85°C

5% to 95% (non-condensing)

Dimensions ..........................................................................
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• Hardened Grade
• Versatile mounting Options
• Fiber Connectivity

Front Side

110mm (4.33”)75.5mm (2.98”)
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