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4MP EXIR Turret Network Camera 

Technical Specifications ...............................................

Key Features ......................................................................

• 1/3” progressive scan CMOS
• 2688 x 1520 @ 20fps frame rate
• 2.8mm, 4mm, 6mm fixed lens
• True WDR, up to 120dB
• H.264+ / H.264 / MJPEG Compression
• EXIR technology, up to 30m IR distance
• Support Line crossing and intrustion detection
• 3D DNR, ROI, Defog
• PoE, ONVIF, SD Card
• S Sereis : Audio I/O, Alarm I/O ( Optional )
• IP66 weatherproof

VNC-4462 .............................................................................
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Power consumption

Material

Ingress protection

IR range

Dimensions

Weight

PROFESSIONAL IP CAMERA

                                  VNC-4462

1/3” progressive scan CMOS

0.01Lux @ (F1.2, AGC ON),0 Lux with IR 

1/3 s ~ 1/10,000 s 

2.8mm, 4mm, 6mm @ F2.0

106°(2.8mm), 83°(4mm), 55.4°(6mm)

M 12 

IR cut filter with auto switch

120dB

Pan:0° ~360°, Tilt: 0° ~75°, Rotation: 0° ~360°

H.264+/H.264/MJPEG

Main Profile 

32 Kbps ~ 16 Mbps

2688 x 1520

50Hz:Main stream:20fps(2688×1520),25fps

(1920×1080), 25fps(1280×720), Sub stream:25fps

(352×288),25fps(640×360) / 60Hz: Main stream :

20fps(2688×1520),30fps(1920×1080),30fps

(1280×720),Sub stream: 30fps(352×240)

BLC / 3D DNR / ROI

Rotate Mode, Saturation, Brightness, Contrast

Sharpness adjustable by client software

NAS (Support NFS,SMB/CIFS), ANR

Intrusion detection,Line crossing detection, Motion

detection, Dynamic analysis

Tampering alarm, Network disconnect, IP address

conflict, Storage exception

TCP/IP, UDP, ICMP, HTTP, HTTPS,FTP,DHCP,DNS

DDNS, RTP, RTSP, RTCP,PPPoE, NTP, UPnP, SMTP

SNMP, IGMP, 802.1X, QoS, IPv6, Bonjour

ONVIF(PROFILE S,PROFILE G),PSIA,CGI,ISAPI

1 RJ45 10M/100M Ethernet interface

-30°C ~ +60°C , Humidity 95% 

DC12V ± 25%, PoE (802.3afClass3)

Max. 5.5W(Max. 7.5W with ICR on)

Housing : Plastic; Body & Dome Cover: Metal

IP 66

30 Meters

299.71 × 86.48 × 85.11(11.8'' × 3.4'' × 3.35'')

670g (1.5 lbs)
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